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DESIGN PRIORITIES:  

 
• PUBLIC SPACE  

• PEDESTRIANS 

• BICYCLES 

• TRANSIT (SOUTHWEST SEATTLE AND LOCAL) 

• FREIGHT 

• PARKING/LOADING 

• FERRY ACCESS  

• ACCESS TO DOWNTOWN AND NW SEATTLE NOT PROVIDED BY 
BORED TUNNEL 



















Concept Design (July 

2012) 

Transit Queue Jump Option 

(Option 5) 

Transit Lane/Single Ferry Lane 

Option (Option 2B) 

Northbound transit priority treatments 

between SR99 Dearborn off-ramp and 

Columbia Street  

Transit Lane on 

Dearborn 

northbound off-

ramp 

Transit Lane on 

Dearborn northbound 

off-ramp 

Transit queue jump at 

Main Street 

Transit Lane on Dearborn 

northbound off-ramp 

Continuous transit lane 

between Dearborn and 

Columbia 

Southbound transit priority treatments 

between Columbia and King   

Transit lane between 

Columbia and King (AM 

and PM peak periods) 

Transit lane between 

Columbia and King (all day) 

Transit lane between Columbia 

and King (all day) 

Transit travel times: 

between Dearborn and Columbia Northbound 

– year 2030 (minutes):  

PM Peak  

Off-Peak 

 

 

 

2.7 

2.3 

 

 

 

2.4 

2.3 

 

 

 

2.2 

2.3 

General Purpose/Freight travel times: 

 between Dearborn and Columbia 

Northbound  - year 2030 (minutes):  

PM Peak   

Off-Peak  

 

 

 

1.9 

1.5 

 

 

 

1.8 

1.4 

 

 

 

1.8 

1.5 

Transit reliability: 

Northbound  travel time reliability in 

congested conditions (peak summer ferry 

demand and stadium events) 

No transit priority 

northbound 

Transit queue jump 

efficiency may be reduced 

during congested conditions  

Transit lane at all times (except 

2 lanes total available during 

peak summer ferry queue 

times* – Friday PM and 

weekends) 

Reliability for other traffic: 

General purpose/freight travel time reliability 

in congested conditions (peak summer ferry 

demand and stadium events) 

2 northbound lanes 

available at all times for 

GP/freight traffic  

2 northbound lanes available 

at all times for GP/freight 

traffic 

2 northbound lanes available at 

all times (except 2 lanes total 

available during peak summer 

ferry queue times) 

Southwest Transit Pathway Options for Alaskan Way  



Concept Design (July 2012) Transit Queue Jump 

Option  

(Option 5) 

 

Transit Lane/Single Ferry 

Lane Option (Option 2B) 

 

Pedestrian crossing distance: Main 

Street 

 

96 feet 

(7 lanes) 

 

106 feet 

(8 lanes) 

 

98 feet 

(7 lanes) 

 

Pedestrian crossing distance: Yesler 

Way 

 

89 feet 

(7 lanes) 

 

89 feet 

(7 lanes) 

 

100 feet 

(7 lanes) 

Pedestrian Realm: 

(eastside sidewalk + promenade)   

Jackson-Main block 

Yesler-Columbia block 

 

 

60 feet total 

83 feet total 

 

 

48 feet total 

83 feet total  

 

 

58 feet total 

60 feet total  

Parking/loading spaces: 

west side of Alaskan Way Yesler to 

Jackson  

 

31 off-peak only  

 

None  

 

None  

Parking/loading spaces: 

east side of Alaskan Way between 

Jackson and Yesler   

 

29 off-peak only  

 

23 off-peak only 

 

25 full time 

Ferry queue capacity: 

PM peak period (Dearborn to Yesler)   

 

108 

 

87 

 (108 at peak ferry summer  

queue times) 

 

75  

(108 at peak ferry summer  

queue times) 




























































